
Lumileds Luxeon 2835 SA-A1 3V

Electrical Specication

(k) (lm) (v) (w) (lm/w) (Ra)

Operation Mode at 500 mA

EC-R98-1206-L128-30-80 3000 3023 33.48 12 6 16.74 180.58 80

EC-R98-1206-L128-40-80 4000 3146 33.48 12 6 16.74 187.93 80

EC-R98-1206-L128-65-80 6500 3104 33.48 12 6 16.74 185.42 80

Operation Mode at 700 mA

EC-R98-1206-L128-30-80 3000 4121 34.2 12 6 23.94 172.13 80

EC-R98-1206-L128-40-80 4000 4270 34.2 12 6 23.94 178.36 80

EC-R98-1206-L128-65-80 6500 4221 34.2 12 6 23.94 176.31 80

Operation Mode at 1000 mA

EC-R98-1206-L128-30-80 3000 5697 35.16 12 6 35.16 162.03 80

EC-R98-1206-L128-40-80 4000 5871 35.16 12 6 35.16 166.97 80

EC-R98-1206-L128-65-80 6500 5815 35.16 12 6 35.16 165.38 80

Product Code Serial Parallel

Power

Consumption  

TC:25°C 

TJ:25°C

Efcacy 

TC: 25°C

TJ:25°C 

CRIColour

Luminous Flux 

TC:25°C 

TJ:25°C

Forward 

Voltage Flux 

Tj:25°C 

**These values are estimated.



LEDs Specication

IF-Type:65 mA

IF-Max:200 mA

Tj-Typ(sorting),Tj-Max:45°C-85°C

CRI:80
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